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Bearb.

Datum Name

Gepr.

Norm

TurboCAD 25.0

31.03.2026 S. Carstens

toleranzen

gem. ISO 2768

Allgemein-
Gewicht

Werkstoff

Maßstab ca. 1:1

Blatt 1/1

Pt200
max. current 4 mA

Installation Advice:
Tightening torque 42 +/-3 Nm
The use of grease or glue (e.g. LOCTITE)
is not recommended. The sensor corps
must not be bent or twisted during
mounting.

D=5,5±0,3

50,0±2,0

alternative Messspitze
alternative sensor tip

insulation resistance
> 20 Mohms @ room temperature
and 500 V DC

silicone cable 2x 0,5 mm²
(max. 260°C)

Pt200

Überwurfmutter
nut
M14x1,5
1.4571

crimping

shrink tube

T[°C] R
-40 170 ohms
0 201 ohms
25 220 ohms

200 349 ohms
400 489 ohms
600 618 ohms
800 739 ohms

D=5,5±0,3

D=11,5

50,0±2,0

45,0

max 850°C short-time
750°C continuously

Exhaust gas temperature probe Pt200 HTS-NG
Version female nut, 90° bent, Superseal connector
Part-no. 20203

Connector AMP Superseal
male housing 282104-1
2x crimps 183036-1
2x seals 281934-4
protection cap EZ1731

82,50±2,0 mm

400,0±30,0 mm


