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Bearb.

Datum Name

Gepr.

Norm

TurboCAD 25.0

13.05.2025 S. Carstens

Allgemeintoleranzen gem. ISO 2768

Maßstab

Blatt 1/1

Temperature Probe HTS-NG Pt200
temperature range -40°C...+850°C
JPT- connector
part-no. 20211

D=5,50±0,5

silicone cable 2x 0,5 mm²
(max. 260°C)

Pt200

Pt200

Überwurfmutter
female nut
M14x1,5
1.4571

crimping

Connector TE Junior Power Timer JPT
Housing : TE 106462-1
Terminals: TE 1-963748-1 or 1-962915-1
Seals: TE 828904-1

280,0±20,0 mm

146+15,0
-5,0 mm

max 700°C

max 260°C

max 260°C

T R
-40 °C 170,18 Ω
-25 °C 181,78 Ω
0 °C 201,00 Ω
25 °C 220,07 Ω

100 °C 276,40 Ω
200 °C 349,46 Ω
300 °C 420,18 Ω
400 °C 488,56 Ω
500 °C 554,60 Ω
600 °C 618,30 Ω
700 °C 679,66 Ω
800 °C 738,68 Ω
850 °C 767,31 Ω

D=11,5+0,1
-0,1

36,2±1,0 mm

shrinktube with serial #

50,0±2,0 mm

D=5,5±0,3 mm

max. 900°C
short-time

800°C continuously
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